6 hp Fun Karts

1. Kart can be purchased or hand built rear engine design.

2. Hand made kart chassis to be made of minimum 1 inch outside diameter with a thickness of .083.  NO CONDUIT!
3. All karts will weigh a minimum of 275 pounds, race ready with driver.
4. Minimum wheelbase is 48 inches.  Measurement must be the same on both sides!
5. No adjustable camber or caster on the front axle.  Camber and caster must be the same on both sides.  
6. Kart must have maximum of one 5 hp air cooled, four stroke, stock, and gasoline engine.
A. Must have stock exhaust with stock muffler.

B. Must have stock camshaft, connecting rod, carburetor, head, and flywheel keyway.
C. Cylinder bore maximum will be .035 oversize.
D. Maximum no load engine rpm TBD.
7. Kart will be single speed, centrifugal clutch, with chain or belt drive to rear wheel/axle.  Drives will be covered.  NO RACING CLUTCHES!
8. Kart may have suspension on front and rear axles.
9. Kart will have a kill switch on the steering wheel.  Labeled OFF.
10. Kart will have a solid metal belly pan under rider.  Minimum .049 thick.
11. Kart will have working throttle and brake pedals.  Brake to be disc or drum type.
12. Kart will have rear bumper extending rearward past the rear tires and be as wide as kart, with minimum of 2 bars in it.
13. Kart will have a front bumper extending forward past the front tires with a 6 inch hoop mounted vertical for foot protection.  NO CONDUIT!
14. Kart will have side kickers between the front and rear tires.  These will extend past the outside of the front and rear tires.  Minimum width of kicker is 2 inches.
15. Kart will have a roll bar behind driver going from right side to left side, that extends over the drivers helmet by 4 inches.  This shall be made of 1 inch diameter steel tubing (NO CONDUIT) with a minimum thickness of .065 (or the factory tubing). 
16. All bumpers, kickers, and roll bars will be securely attached to the frame.
17. Kart will have a padded seat with a minimum of 2 point seat belts.
18. Kart tires to be inflatable.  Racing tires will have a durometer of 45.  NO GROOVING!
19. Kart will have a number visible from both sides.
20. If a Kart has an engine that has more horsepower than the others in the class it will have additional weight added to it.  This will be determined by the officials.


